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PROPERTY AND CONFIDENTIAL NOTICE

ANY REPRODUCTION, PARTIAL OR AS A 
WHOLE OF THIS

DOCUMENT WITHOUT THE WRITTEN 
PERMISSION OF

HINDLE POWER, INC IS STRICTLY 
PROHIBITED.

UNLESS OTHERWISE SPECIFIED
ALL DIMENSIONS FOLLOW THE

ANSI SYSTEM IPS
(INCHES-POUNDS & SECONDS)
TOLERANCES ARE: FRAC. ±1/64,

DEC. ±.015, ang ±.25°

SCALE DWG No REV SHEET

TITLE
EPIC SERIES 2.0 CONSOLE

OUTLINE: NEMA 3R STYLE 5063 ENCL
SALES ORDER No. N/A

JE5269-01 A1:10 1 3D

Easton, PA  18042-6661

www.hindlepowerinc.com
PH 610-330-9000  FAX 610-330-8510

1075 Saint John Street

2

1

C:\Hindle Vault\Custom Drawings\CONSOLES 2.1\2.1 1 SEC

A A

B B

C C

D D

8

8

7

7

6

6

5

5

4

4

3

3

2

1

EYE WASH
STATION

 7
5.

59
19

20
 

 4
3.

00
10

92
 

REV. DATE DESCRIPTION DWN BY CHK BY APP BY

REVISIONS

A 6/10/2020 STANDARD DRAWINGS KJB ND ND

DESIGN NOTES:

ENCLOSURE IS A NEMA-3R TYPE CABINET WITH 1.
GASKETING AND FOAM INJECTED PANELING. 
FINISH IS ANSI 61 GREY POWDERCOAT. 

HINGES MADE OF STAINLESS STEEL GRADE 3162.

CONDUIT ENTRY PROVIDED THROUGH SIDE PANEL 3.
10.5in BY 14in GLAND PLATE AVAILABLE FOR 
KNOCKOUT. SEE FOUNDATION DRAWINGS 
(JE5276-01) FOR KNOCKOUT LOCATIONS. 
CONDUIT ACCESS ALSO AVAILABLE FROM 
UNDERNEATH CABINET.

LOCATE UNIT ONTO A PERMANENT, FLAT, AND 4.
LEVELED SURFACE, PREFERABLY CONCRETE OR 
OTHER FIREPROOF MATERIAL. SURFACE MUST BE 
CAPABLE OF SUPPORTING WEIGHT OF COMPLETE 
SYSTEM AND INSTALLED COMPONENTS. SEE 
FOUNDATION DRAWING (JE5276-01) FOR 
LOADING INFORMATION. 

VENTILATION AND THERMAL MANAGEMENT OF 5.
BATTERIES PER IEEE 1635. SEISMIC CERTIFICATION 
PER IEEE 693. 

THE WEIGHT OF THE CONSOLE WITHOUT BATTERIES 6.
IS 532lb [241kg]

FOR LIFTING, USE OPTIONAL STRAPPING SYSTEM 7.
SEE EI5196-01.

GROUND PAD
(ALSO ON REAR)
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